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TIEDOWNS—TOW, BINDER CHAIN 
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Grade 70 Clevis Grab Hook  

Grade 70 Chain 

Std. Drum Lge. Drum

1/4 3,500 678531 32636 678541 678541 400 800 1,400 74
5/16 4,500 678532 32798 678542 678542 275 550 900 100
3/8 7,100 678533 32834 678543 678543 200 400 650 156
7/16 6,900 678534 32905 678544 678544 150 300 450 204
1/2 12,000 678535 33029 678545 678545 100 200 350 259

UPC
Product

Code
Product

Code
Half

Drum
Std. 

Drum
Lge.
Drum

Weight 
(lbs.)

per 100

Grade 70 Chain

Half Drum Feet Per ContainerChain 
size
(ins.)

WLL
(lbs.)

Product
Code

GRADE 70 CHAIN AND HOOKS 

Grade 80 Alloy Clevis Grab Hook 

5/16 4,700 M805T .38 2.31 .44 4.0 .39 2.34 .75
3/8 6,600 M806T .45 2.63 .50 4.5 .49 2.66 1.10

Weight 
(lbs.)

per 100

Grade 70 Clevis Grab Hook
Chain 
size
(ins.)

WLL
(lbs.) W D H

Product
Code L P R

1/4 3,500 M804A 5/16 1-15/16 3/8 3-1/4 21/64 1-7/8 .38 30
5/16 4,500 M805A 3/8 2-9/32 7/16 3-31/32 25/64 2-3/8 .62 30
3/8 7,100 M806A 29/64 2-5/8 1/2 4-1/2 1/2 2-5/8 .96 30

7/16 6,900 M807A** 1/2 3 9/16 5-1/32 1/2 3 1.46 20
1/2 12,000 M808A 19/32 3-7/16 21/32 5-23/32 19/32 3-5/16 2.02 10
5/8 18,100 M810A 3/4 4-5/16 25/32 6-7/8 3/4 3-15/16 3.75 10

** Grade 63

P R
Std. Ind.

Pack
Weight 
(lbs.)

Grade 80 Alloy Clevis Grab Hook
Chain 
size

WLL
(lbs.) W D H

Product
Code L
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LOAD BINDER SAFE OPERATING PROCEDURES 

Load Binder Safe Operating Procedures 

WARNING!!!  
 

Death / injury can occur from improper use  
or maintenance of tie-down equipment. 

 
 
To avoid injury:  
 
• Inspect before use  -  remove from service if cracked, work, or deformed. 
• Do not overload - load binders develop approximate working load with hand effort. 
• Do not use handle extender on load binder(s). 
• Do not use binder components for overhead lifting. 
• Load binding systems store energy which can release suddenly. 
• Operate only by hand from a firm standing position. 
• Operate handle cautiously. 
• Stay clear of handle path; handle may release suddenly. 
• Follow Operating Instructions. 

 
Operating Instructions:  
 
• Follow DOT Federal Motor Carrier Safety regulations 392.9, 393.100, and 393.102.  
• Inspect before use. Replace worn and deformed binders. Lubricate pivot and swivel points for 

optimum performance. 
• Do not operate with anyone on load. 
• Always apply binder in a straight line hook to hook manner without bending and such that han-

dle goes down when securing load. 
• Tighten binders before moving and recheck frequently. 
• Do not exceed Working Load Limit shown on binder. 
• Do not use cheater bar or handle extension as such use can overload binder system and result 

in injury. 
• Secure handle down with a positive retaining method. 
• Release handle / load with extreme care. Make sure all personnel are clear. Lever binder han-

dles can snap back over center. Use open palm under handle and push up. 
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SCC LOAD BINDERS 

SCC loadbinders meet all DOT/CVSA/CHP requirements. Special hook construction supports the 
load of the chain and will not bind. Loadbinders are heat treated and proof tested with forged heat 
treated hooks. The Working Load Limit is permanently marked on handle. Ratchet binders feature 
special links with controlled flash weld. All SCC ratchet load binders are painted with yellow enamel. 
Not approved for overhead lifting.  
 
The SCC QuikBinder™ is easier to install than standard ratchet load binders. The 3-position pawl 
offers the user a choice of ratchet extension, ratchet take-up or a “free spin” setting for fast adjust-
ment in either direction. A load can be secured in half the time. It is available in two popular sizes 
and features a vinyl coated barrel for a strong, comfortable grip. 
 
The folding handle make SCC’s QuikBinder™ safer (no handle sticking out) and more convenient to 
use. Simply fold the handle down after the load is secure or when storing the QuikBinder™ on your 
cab rack. Just as strong but faster, safer and more functional than standard ratchet binders. 
 
The QuikBinder™ can be locked to the chain with a long shank padlock, making it tough to tamper 
with the binder, assembly or the load. Padlocks with programmable combinations are available. 

SCC Load Binders 

S7 S4
H5125-4158 5/16 3/8 5,400 8.0 9.5 11.40
H5125-4258 3/8 1/2 9,200 8.0 9.5 13.90

SCC QUICKBINDER™ of SCC Chain

Working 
Load Limit 

(lbs.)

Take Up 
(ins.)

Handle 
Length 
(ins.)

Weight 
(lbs).

For Chain Size
Product
 Code
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CM Forged LEVER LOAD BINDERS 

CM Forged Load Binders 

• Dixie Industries lever load binders are made to the highest manufacturing standards. All binders 
meet or exceed CVSA Cargo Securement Guidelines and FMSCA. 

• Hooks are forged from micro-alloy steel and are designed to yield before catastrophic failure. 
• Each forged part is permanently marked with a date code providing traceability to heat of steel. 
• Dixie / CM name forged on all parts. Tells you where and whom you can ask for help or information. 

Dixie Industries keeps all files and test information supporting the products they manufacture for ten 
years. Load binders without the name of the manufacture are not traceable! 

• All hooks swivel. Fully articulated movement allow straight line pull, both hooks - a Dixie Innovation. 
• Short reach hooks allow you to grab 1 more chain link for tighter take-up - another Dixie Innovation! 
• Under heavy loads, traditionally designed lever binders have a tendency to spread at the ears, jam-

ming the clevis mechanism. Dixie Industries' unique tongue design operates 180 degrees from tradi-
tional binders avoiding any possibility of spreading or jamming the mechanism. 

• Forged "ball" on the end of the handle for a more sure hand gripping surface. A hole is provided at 
the end of the handle for securement as per new DOT requirements. The handle angle is designed 
to allow room for a gloved hand grip. 

• All components are made in the USA - American workers forging American steel, assembling Ameri-
can products in their American plant in Chattanooga, TN. 

G30 G43 G70
48304 1/4 1/4 - 2,600 3.75 11.25 3.0
48305 3/8 3/8 5/16 5,400 4.50 16.12 8.1
48306 1/2 1/2 3/8 9,200 4.75 16.62 10.6
48769 3/8 3/8 3/8 7,100 4.50 16.62 8.1

Working 
Load Limit 

(lbs.)

Take 
Up 

(ins.)

Handle 
Length 
(ins.)

Weight 
(lbs).

For Chain Size
Product
 Code
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CM FORGED RATCHET BINDERS 

• Dixie ratchet binders are built to exceed the highest military and professional specifications, including 
CVSA Cargo Securement Guidelines, Federal Highway, and DOT requirements. 

• Dixie forges each ratchet component from pure alloy steel bar. 
• Ratchet binders provide superior ergonomics to the traditional lever binder by requiring less physical 

strength to attach and remove. 
• The handle is purposely designed loose using self-locking one-way bolts. This loose design allows 

mud, snow, ice or any other clogging substance to be easily removed from the ratchet mechanism 
by striking with a hammer or other tool. 

• To insure quality, each individual ratchet binder, as part of the manufacturing process, is proof tested 
to 50% of the Minimum Breaking Strength (MBS) according to NACM criteria. 

• All 1 inch ratchet binders feature oversized eyebolts and barrels providing additional support material 
for wear and tear. 

• Dixie ratchet gears are permanently welded to the barrel while many others are simply roll pinned. 
With our ratchet, there is no pin to fall out. 

• Dixie upset forged all our barrels, providing deeper and more consistent threads for longer life. 
• Acme threads provide fasted take up, stay put, and won't back off. 
• Hooks forged from micro-alloy steel, designed to yield before catastrophic failure. 
• MADE IN USA - All our products are forged with USA, our name, product tract codes on each forged 

parts, and Working Load Limit (WLL) as required by many laws and manufacturing best practices. 
• Dixie proudly stands beside you for the working life of our product. 

CM Forged Ratchet Binders 

G30 G43 G70
48364 Hook/Hook 1/4 1/4 - 2,600

48811
Eye/Eye

(no hooks) - - - 5,400

48363
Eye/Eye

(no hooks) - - - 13,000
48810 Hook/Hook 3/8 3/8 5/16 5,400
48360 Hook/Hook 3/8 3/8 3/8 7,100
48365 Hook/Hook 3/8 3/8 5/16 5,400
48366 Hook/Hook 1/2 1/2 3/8 9,200
48367 Hook/Hook 5/8 5/8 1/2 13,000

Forged Ratchet Binders
Working 

Load Limit 
(lbs.)

For Chain Size
Product
 Code End Fittings
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CM RATCHET BINDERS 

CM Ratchet Binders 

• Single handle fits both size ratchets, reduces cost 
• Loss Prevention, difficult to remove from load 
• Reduce overall weight, no need for additional handles 
 
Body and Handle Ordered Separately.  Additional End 
Fittings Available.  Load Security:   properly tensioned 
ratchet barrel, with the handle removed, provides 
greater load security, making it less likely for your load 
to be stolen.  Reduce your overall weight - no need for 
additional handles. 

G30 G43 G70
46565 Body only 3/8 3/8 5/16 5,400
46566 Body only 1/2 1/2 3/8 9,200

46565H Handle only N/A N/A N/A N/A

Chain Grade & Sizes 
(in.)

Removable Handle Ratchet Binder

End
Fittings

Product
 Code WLL (lbs.)

Barrel OD (in)
(Dia. x Length)

Screw
Dia. (in.)

Take Up
(in.)

G30 G43 G70
46565 N/A 3/8 3/8 5/16 5,400
46566 N/A 1/2 1/2 3/8 9,200

46565H 14 N/A N/A N/A N/A

Removable Handle Ratchet Binder

Handle 
Length 

(in.)
Product
 Code

WLL 
(lbs.)




