Classic WEB

TYPE 1 - Triangle-Choker (TCa/TCs) 1-2 Ply &
TYPE 2 - Triangle-Triangle (TTa/TTs) 1-2 Ply

Rated Capacity in Pounds

VERTICAL | CHOKER** BASKET HITCH
STOCK NO. WIDTH PLY N \
. BRI AN AN
T [} t
*1-602 2" 1 2400 1900 4800 4200 3400 2400
*1-902 2" 1 3200 2600 6400 5500 4500 3200
*2-602 2" 2 4800 3800 9600 8300 6800 4800
*2-902 2" 2 6400 5100 12800 11100 9000 6400
*1-603 3" 1 3600 2900 7200 6200 5100 3600
*1-903 3" 1 4800 3800 9600 8300 6800 4800
*2-603 3" 2 6700 5300 13300 11500 9400 6700
*2-903 3" 2 8900 7100 17800 15400 12600 8900
*1-604 4" 1 4800 3800 9600 8300 6800 4800
*1-904 4" 1 6400 5100 12800 11100 9000 6400
*2-604 4" 2 8600 6900 17300 15000 12200 8600
*2-904 4" 2 11200 9000 22400 19400 15800 11200
*1-606 6" 1 7200 5800 14400 12500 10200 7200
*1-906 6" 1 9600 7700 19200 16600 13600 9600
*2-606 6" 2 12200 9800 24500 21200 17300 12200
*2-906 6" 2 16300 13100 32600 28300 23100 16300
*1-908 8" 1 12800 10200 25600 22200 18100 12800
*2-908 8" 2 20500 16400 41000 35500 29000 20500
*1-910 10" 1 16000 12800 32000 27700 22600 16000
*2-910 10" 2 24000 19200 48000 41600 33900 24000
*1-912 12" 1 19200 15400 38400 33200 27100 19200
*2-912 12" 2 26900 21500 53700 46500 38000 26900
* Triangle-Chokers: Warning: Never use aluminum fittings where fumes,
a for Aluminum fitting or TCs for steel fitting. vapors, mists or liquids of caustic nature are present. Do
Add TCa for Alumi fitti TCsf | fitti [ liquids of [ D
*Triangle-Triangle: not use horizontal sling angles less than 30°.

Add TTa for Aluminum fittings or TTs for steel fitting.

** Choker rated capacities apply to Type 1 Slings Only
Aluminum fittings are available in widths up to 6" in 1-ply
Slings also available in 3 & 4 Ply.
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TYPE 3 - Eye & Eye Flat (EEf) 1-4 Ply &
TYPE 4 - Eye & Eye Twist (EEt) 1-4 Ply

Classic WEB

o _— L e B
Rated
Capacity
in Pounds
VERTICAL | CHOKER BASKET HITCH
STOCK NO. WIDTH PLY N \ EYE EYE
I g) U /eo\ }15/\ A\ LENGTH = WIDTH
f f ! L w
EE-1-601 1" 1 1200 960 2400 2100 1700 1200 9" 1"
EE-1-901 1" 1 1600 1300 3200 2800 2300 1600 9" 1"
EE-2-601 1" 2 2400 1920 4800 4200 3400 2400 9" 1"
EE-2-901 1" 2 3200 2600 6400 5500 4500 3200 9" 1"
EE-3-601 1’ 3 3600 2900 7200 6200 5100 3600 9" 1"
EE-3-901 1’ 3 4100 3300 8200 7100 5800 4100 9" 1"
EE-4-601 1" 4 4800 3800 9600 8300 6800 4800 9" 1"
EE-4-901 1" 4 5500 4400 11000 9500 7800 5500 9" 1"
EE-1-602 2" 1 2400 1900 4800 4200 3400 2400 9" 2"
EE-1-902 2" 1 3200 2600 6400 5500 4500 3200 9" 2"
EE-2-602 2" 2 4800 3800 9600 8300 6800 4800 9" 2"
EE-2-902 2" 2 6400 5100 12800 11100 9000 6400 9" 2"
EE-3-602 2" 3 6700 5300 13300 11500 9400 6700 12" 2"
EE-3-902 2" 3 8200 6600 16500 14300 11600 8200 12" 2"
EE-4-602 2" 4 8900 7100 17800 15400 12500 8900 12" 2"
EE-4-902 2" 4 11000 8800 22000 19000 15500 11000 12" 2"
EE-1-603 3" 1 3600 2900 7200 6200 5100 3600 9" 1-1/2"
EE-1-903 3" 1 4800 3800 9600 8300 6800 4800 9" 1-1/2"
EE-2-603 3" 2 6700 5300 13300 11500 9400 6700 12" 1-1/2"
EE-2-903 3" 2 8900 7100 17800 15400 12600 8900 12" 1-1/2"
EE-3-603 3" 3 10000 8000 20000 17300 14100 10000 12" 1-1/2"
EE-3-903 3" 3 12300 9900 24700 21400 17500 12300 12" 1-1/2"
EE-4-603 3" 4 13300 10700 26600 23100 18800 13300 12" 1-1/2'
EE-4-903 3" 4 16500 13200 32900 28500 23300 16500 12" 1-1/2'
EE-1-604 4" 1 4800 3800 9600 8300 6800 4800 12" 2"
EE-1-904 4" 1 6400 5100 12800 11100 9000 6400 12" 2"
EE-2-604 4" 2 8600 6900 17300 15000 12200 8600 12" 2"
EE-2-904 4" 2 11500 9200 23000 20000 16300 11500 12" 2"
EE-3-604 4" 3 13000 10400 25900 22500 18300 13000 12" 2"
EE-3-904 4" 3 15300 12200 30600 26500 21600 15300 12" 2"
EE-4-604 4" 4 17300 13800 34600 30000 24400 17300 12" 2"
EE-4-904 4" 4 20400 16300 40800 35300 28800 20400 12" 2"
EE-1-606 6" 1 7200 5800 14400 12500 10200 7200 12" 2"
EE-1-906 6" 1 9600 7700 19200 16600 13600 9600 12" 2"
EE-2-606 6" 2 12200 9800 24500 21200 17300 12200 12" 2"
EE-2-906 6" 2 16300 13100 32600 28300 23100 16300 12" 2"
EE-3-606 6" 3 18400 14700 36700 31800 25900 18400 12" 2"
EE-3-906 6" 3 22900 18300 45900 39700 32400 22900 12" 2"
EE-4-606 6" 4 24500 19600 49000 42400 34600 24500 15" 3"
EE-4-906 6" 4 30600 24500 61200 53000 43200 30600 15" 3"
EE-1-908 8" 1 12800 10200 25600 22200 18100 12800 15" 3"
EE-2-908 8" 2 20500 16400 41000 35500 29000 20500 15" 3"
EE-3-908 8" 3 30700 24600 61400 53200 43400 30700 15" 4"
EE-4-908 8" 4 41000 32800 81900 70900 57900 41000 15" 4"
EE-1-910 10" 1 16000 12800 32000 27700 22600 16000 18" 3-1/2"
EE-2-910 10" 2 24000 19200 48000 41600 33900 24000 18" 3-1/2"
EE-3-910 10” 3 36000 28800 72000 62300 50900 36000 24" 5"
EE-4-910 10" 4 48000 38400 96000 83100 67900 48000 24" 5"
EE-1-912 12" 1 19200 15400 38400 33200 27100 19200 24" 4"
EE-2-912 12" 2 26900 21500 53700 46500 38000 26900 24" 4"
EE-3-912 12" 3 40300 32200 80600 69800 57000 40300 24" 6"
EE-4-912 12" 4 53700 43000 107400 93000 76000 53700 24" 6"
EEf = Eye & Eye Flat Sling EEt = Eye & Eye Twisted Sling
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Classic WEB

TYPE 5 - Endless Grommet (EN) 1-4 Ply

Rated Capacity in Pounds

VERTICAL | CHOKER BASKET HITCH TAPER
STOCKNO. | WIDTH | PLY N \
O & w A)\ %\ A\ WIDTH * | LENGTH
T 1 1
EN-1-601 1" 1 2400 1920 4800 4200 3400 2400 — —
EN-1-901 1" 1 3200 2600 6400 5500 4500 3200 — —
EN-2-601 1" 2 4800 3800 9600 8300 6800 4800 — —
EN-2-901 1" 2 6400 5100 12800 11100 9000 6400 — —
EN-3-601 1’ 3 7200 5800 14400 12500 10200 7200 — —
EN-3-901 1" 3 8200 6600 16500 14300 11600 8200 — —
EN-4-601 17 4 9600 7700 19200 16600 13600 9600 — —
EN-4-901 17 4 11000 8800 22000 19000 15500 11000 — —
EN-1-602 2" 1 4800 3800 9600 8300 6800 4800 1" 12"
EN-1-902 2" 1 6400 5100 12800 11100 9000 6400 1" 12"
EN-2-602 2" 2 9600 7700 19200 16600 13600 9600 1" 12"
EN-2-902 2" 2 12800 10200 25600 22200 18100 12800 1" 12"
EN-3-602 2" 3 13300 10700 26600 23100 18800 13300 — —
EN-3-902 2’ 3 16500 13200 32900 28500 23300 16500 — —
EN-4-602 2’ 4 17800 14200 35500 30800 25100 17800 — —
EN-4-902 2" 4 22000 17600 43900 38000 31000 22000 — —
EN-1-603 3" 1 7200 5800 14400 12500 10200 7200 1-1/2" 12"
EN-1-903 3" 1 9600 7700 19200 16600 13600 9600 1-1/2" 12"
EN-2-603 3" 2 13300 10700 26600 23100 18800 13300 1-1/2" 12"
EN-2-903 3" 2 17800 14200 35500 30800 25100 17800 1-1/2" 12"
EN-3-603 3" 3 20000 16000 40000 34600 28200 20000 — —
EN-3-903 3" 3 24700 19800 49400 42800 34900 24700 — —
EN-4-603 3" 4 26700 21300 53300 46200 37600 26700 — —
EN-4-903 3" 4 32900 26300 65900 57700 46600 32900 — —
EN-1-604 4" 1 9600 7700 19200 16600 13600 9600 2" 15"
EN-1-904 4" 1 12800 10200 25600 22200 18100 12800 2" 15"
EN-2-604 4" 2 17300 13800 34600 30000 24400 17300 2" 15"
EN-2-904 4" 2 23000 18400 46100 39900 32600 23000 2" 15"
EN-3-604 4" 3 25900 20700 51800 44900 36600 25900 — —
EN-3-904 4" 3 30600 24500 61200 53000 43200 30600 — —
EN-4-604 4" 4 34600 27600 69100 59900 48800 34600 — —
EN-4-904 4" 4 40800 32600 81500 70600 57000 40800 — —
EN-1-606 6" 1 14400 11500 28800 25000 20300 14400 2" 24"
EN-1-906 6" 1 19200 15400 38400 33200 27100 19200 2-1/4" 24"
EN-2-606 6" 2 24500 19600 49000 42400 34600 24500 3" 24"
EN-2-906 6" 2 32600 26100 65300 56500 46200 32600 3" 24"
EN-3-606 6" 3 36800 29400 73400 63700 51900 36800 3" 24"
EN-3-906 6" 3 45900 36700 91700 79400 64900 45900 — —
EN-4-606 6" 4 49000 39200 97900 84500 69200 49000 — —
EN-4-906 6" 4 61200 48900 122300 105900 86500 61200 3" 24"
EN-1-908 8" 1 25600 20500 51200 44300 36200 25600 3" 24"
EN-2-908 8" 2 41000 32800 81900 70900 57900 41000 4" 24"
EN-3-908 8" 3 61400 49100 122900 106400 86900 61400 4" 24"
EN-4-908 8" 4 81900 65500 163800 141900 115800 81900 3" 24"
EN-1-910 10" 1 32000 25600 64000 55400 45200 32000 3-1/2" 30
EN-2-910 10" 2 48000 38400 96000 83100 67900 48000 3-1/2" 30"
EN-3-910 10" 3 72000 57600 143900 124700 101800 72000 5" 30"
EN-4-910 10" 4 96000 76800 191900 166200 135700 96000 5 30"
EN-1-912 12" 1 38400 30700 76800 66500 54300 38400 4" 30"
EN-2-912 12" 2 53700 43000 107400 93000 76000 53700 4" 30"
EN-3-912 12" 3 80600 64500 161200 139600 114000 80600 6" 30"

Nylon or polyester web slings are designed for use in

vertical, choker and basket hitches. Legs may be *Customer must specify that sling is to be tapered at hook contact area.
s_pact_ad for load stability. I_-lOOk points can be tapered to * *Also available with sewn-in pear links for 6-inch and above.

fit hoist hooks, and are reinforced by request.
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SUPER WEB

TYPE 3 - Eye & Eye Flat TYPE 4 - Eye & Eye Twist
(EEf) (EEY)

5-6 Ply 5-6 Ply

Rated Capacity in Pounds

VERTICAL | CHOKER BASKET HITCH

STOCK NO. |WIDTH PLY N \ )

0 & W A A R
EE-5-S903 3" 5 23500 18800 | 47000 @ 40700 33300 | 23500
EE-6-S903 3" 6 28200 22500 | 56400 @ 48800 39900 @ 28200
EE-5-S904 4" 5 31300 25000 | 62600 @ 54200 @ 44300 | 31300
EE-6-S904 4’ 6 37600 30000 | 75200 @ 65100 @ 53200 | 37600
EE-5-S906 6" 5 47000 37600 | 94000 @ 81400 | 66600 | 47000
EE-6-S906 6" 6 56400 45100 |112800 97700 79900 | 56400
EE-5-S908 8" 5 62700 50100 125400 108600 88800 @ 62700
EE-6-S908 8" 6 75200 60100 150400 130200 | 106500 @ 75200
EE-5-S910 10" 5 78400 62700 156800 135800 | 111000 | 78400
EE-6-S910 10" 6 94000 | 75200 188000 162800 | 133100 | 94000
EE-5-S912 12" 5 94000 75200 188000 162800 | 133100 & 94000
EE-6-S912 12" 6 112800 90200 225600 (195400 | 159700 112800

Nylon or polyester web slings are designed for use in
vertical, choker and basket hitches. Legs may be spaced
for load stability. Hook points are reinforced by request.
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SUPER WEB

TYPE 5 - Endless Grommet (EN)

5-6 Ply

Rated Capacity in Pounds

VERTICAL | CHOKER BASKET HITCH

STOCK NO. | WIDTH PLY N \ \

EN-5-S903 3" 5 47000 37600 94000 81400 66500 47000
EN-6-S903 3" 6 56400 45100 112800 97700 79900 56400
EN-5-S904 4" 5 62700 50100 125400 108600 88800 | 62700
EN-6-S904 4’ 6 75200 60100 150400 130200 106500 | 75200
EN-5-S906 6" 5 94000 75200 188000 162800 133100 | 94000
EN-6-S906 6” 6 112800 90200 225600 195400 159700 112800
EN-5-S908 8" 5 125400 | 100300 250800 217200 177600 125400
EN-6-S908 8" 6 150500 | 120400 301000/ 260700 213100 [150500
EN-5-S910 10” | 5 156800 @ 125400 313600 271600 222000 156800
EN-6-S910 10" | 6 188100 @ 150400 376200 325800 266300 188100
EN-5-S912 12” | 5 188100 | 150500 376200/ 325800 266300 188100
EN-6-S912 12" | 6 225800 | 180600| 451600 391100 319700 225800

Nylon or polyester web slings are designed for use in

vertical, choker and basket hitches. Legs may be spaced
for load stability. Hook points are reinforced by request.
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Classic WEB

TYPE 6 - Reversed Eye (RE) & TYPE 7 - Flat Eye (FE)

Rated Capacity in Pounds

VERTICAL | CHOKER BASKET HITCH

STOCKNO. | WIDTH | PLY N \ EYE EYE
I 6 U (o 50 A\ WIDTH | LENGTH
T T ] w L
*.1-602 2" 1 2400 1920 4800 4200 3400 2400 1" 9"
*.1-902 2" 1 3200 2600 6400 5500 4500 3200 1" 9"
*.2-602 2" 2 4800 3800 9600 8300 6800 4800 1" 12"
*.2-902 2" 2 6400 5100 12800 11100 9000 6400 1 12"
*.1-604 4 1 4800 3800 9600 8300 6800 4800 2 12"
*.1-904 4 1 6400 5100 12800 11100 9000 6400 2 12"
*.2-604 4 2 9600 7700 19200 16600 13600 9600 2 12"
*.2-904 4 2 12800 10200 25600 22200 18100 12800 2" 12"
*.3-604 4 3 13300 10700 26600 23100 18800 13300 2 15"
*.3-904 4 3 17800 14200 35500 30800 25100 17800 2" 15"
*.4-604 4 4 17800 14200 35500 30800 25100 17800 2" 15"
*.4-904 4 4 23700 18900 47400 41100 33400 23700 2" 15"
*.1-606 6" 1 7200 5800 14400 12500 10200 7200 1-1/2" 12"
*.1-906 6" 1 9600 7700 19200 16600 13600 9600 1-1/2" 12"
*.2-606 6" 2 13300 10700 26600 23100 18800 13300 1-1/2" 15"
*.2-906 6" 2 17800 14200 35500 30800 25100 17800 1-1/2" 15"
*.3-606 6" 3 20000 15600 40000 34600 28200 20000 3 18"
*.3-906 6" 3 26600 21300 53300 46200 37600 26600 3" 18"
*.4-606 6" 4 26600 21300 53300 46200 37600 26600 3" 18"
*.4-906 6" 4 35500 28400 71000 61600 50200 35500 3" 18"
*Use letter prefix RE or FE to indicate Type 6 or Type 7.
REVERSED EYE

An exceptionally durable sling that features

full body and eye protection. The hook open-

ings are 90° to the sling body for tighter choker

hitches, and easy vertical and basket hitch rig-

ging. «— L

FLAT EYE
Slings of the same construction as type 6 ex- i W

cept that the hook openings are on the same
plane as the sling body. The flat eye permits
rigging through narrower openings and easier
removal from under load. Rigs effectively in
choker and basket hitches.
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